
Large-Format Specialty Print Media 

Artistic Satin Canvas, 350gsm 

This canvas is meant for museum quality archival printing, wheth-
er fine art reproduction or photographic portrait creations. This 
cotton/polyester blend (35/65%), double weave canvas has a fast 
drying, satin finish surface. This canvas also features a high white 
point without optical brighteners which means it won't turn yellow 
over time. Ideal for wedding pictures and portraits where that tra-
ditional oil-on-canvas textured look is desired. The media can be 
easily stretched for framing art reproductions  or sewn for ban-
ners applications.  

Canon Fine Art Media 
Special art work deserves special media. Paintings and digital art 
superbly reproduce on Canon Fine Art Media. Available in canvas, 
velvet, photo rag and water resistant styles, Canon Media meet 
every fine art printing challenge.  

Applications 
 
 Museum Exhibitions 

 Wedding Pictures  

 Portraits  

 Framed Art  

 Sewn Banners  

 

With Canon media, you can count on consistently superb image 
quality and product performance. Canon media goes through rig-
orous testing to ensure compatibility with imagePROGRAF printers 
in order to provide the best image quality.  

THE RIGHT MEDIA FOR THE JOB 
Whether you’re drafting designs or produc-
ing point-of-purchase displays, signage, 
fine art and photo reproductions, Canon 
has the right large-format media to satisfy 
virtually every market. 



Printer     Printer Driver Setting    Control Panel Setting 

PRO-6000/4000/2000/6000S/4000S Artistic Satin Canvas    ArtSatin Canvas 

iPF9400/8400/6450/6400/5100  Artistic Satin Canvas    ArtSatin Canvas 

iPF9400S/8400S/6400S   Artistic Satin Canvas    ArtSatin Canvas 

 

Property     Value and test method 

Basis weight    350g/m2 per TAPPI T-410 Test Method 

Thickness/caliper    19mil/483 microns per TAPPI T-411 Test Method 

Core size     2-inch 

CIE Whiteness (D65/10°)   84 per ASTM E-313 Test Method 

Opacity     Greater than 95% per TAPPI T-425 Test Method 

Gloss (60°)    5 per TAPPI T-480 Test Method 

Product Specifications 

Operating Specifications 

Operating Temperature   59 to 86° F (15 to 30°C) 

Operating Humidity   30 to 65% RH (non-condensing) 

Large-Format Specialty Print Media 

Artistic Satin Canvas 350gsm 

Ordering Information 

Size   Item Code  Packaging   Package Dimensions (L x W x H)   Weight  

17" x 40'   1429V466  1 Roll/Box  18.86" x 5.0" x 5.0"  5.0 lb 

24" x 40'   1429V467  1 Roll/Box  25.67" x 5.0" x 5.0"  7.0 lb 

36" x 40'   1429V468  1 Roll/Box  37.72" x 5.0" x 5.0"  10.5 lb 

42" x 40'   1429V469  1Roll/Box  43.90" x  5.0" x 5.0"  12.0 lb 

60" x 40'   1429V470  1 Roll/Box  61.73" x 5.0" x 5.0"  17.0 lb 

To purchase large-format specialty print media, contact your local 
Authorized Canon Dealer or call 1-800-OK-CANON.  
 
For the latest media information, visit our Web site at 
www.usa.canon.com/consumables.  

*Please visit www.usa.canon.com/imageprograf to download the latest Media 
Configuration Tool 
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